PROVIDE UNION UNLESS SAFETY
VALVE HAS FLANGED OUTLET

VENT PIPE THROUGH ROOF
SUPPORT AS INDICATED ON

DWGS. (NOTES 1, 2)

PIPE THREADED INTO ELBOW
(SAME SIZE AS ELBOW)

SAFETY VALVE

DRIP PAN ELBOW
(SECTIONAL VIEW)

[76mm] __
OPEN DRAIN (NOTE 3)
CONNECTION TO PRESSURE )
VESSEL OR PIPE 24" MAX. FLEXIBLE
[610mm] CONNECTOR
ELEVATION 3/4" [20mm] DRAIN

TO FLOOR DRAIN OR
OPEN SIGHT DRAIN

NOTES: (NOTE 4)

1. UNLESS OTHERWISE SHOWN ON THE DRAWINGS, SIZE THE VENT PIPE SO THAT STEAM
IS NOT BLOWN OUT AT THE VENT PIPE ENTRANCE. UTILIZE THE CALCULATION METHOD
CONTAINED IN ANSI B31.1. POWER PIPING CODE, APPENDIX II.

2. VENT PIPE SHALL TERMINATE 6’ [1829mm] MIN. ABOVE FINISHED ROOF.

3. DISCHARGE OF DRAIN MUST BE DIRECTED AWAY FROM PLATFORMS OR OTHER AREAS
WHICH PERSONNEL MAY OCCUPY.

4. DO NOT CONNECT ANY OTHER DRAIN TO THE DRIP PAN ELBOW DRAIN PIPE.
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